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4.5 Reset Command +WRST ���� +IRST 

 

In iTegno 3000/3045/3232: 

AT+WRST=<mode>,<delay> is used to reset the modem in a specified time. 

The <delay> parameters start from 1 minute. 

 

In iTegno 38XX: 

AT+IRST=<mode>,<delay> is used to reset the modem in a specified time. +IRST allows user to 

reset the modem in terms of seconds. 

 

Example: 

iTegno 3000/3045/3232  iTegno 38XX  

AT+WRST=1,”001:03” 

OK 

Note: Modem reset in 1 hour and 3 minutes 

 

AT+WRST=1,”10” 

ERROR 

 

AT+IRST=1,”001:03” 

OK 

Note: Modem reset in 1 hour and 3 minutes 

 

AT+IRST=1,”10” 

OK 

Note: Modem reset in 10 seconds 

 

 

 

4.6 General Indications +WIND ���� +ITRACE 

 

iTegno 3000/3045/3232: 

AT+WIND is used to enable general indications on the modem operations. 

 

iTegno 38XX: 

AT+ITRACE  is used to enable general indications on the modem operations.  
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4.7 Internet Connection AT Commands 

 

AT Commands for Internet connection are changed. The table below suggests some equivalent AT 

Commands: 

 

iTegno 3000/3045/3232  iTegno 38XX  

AT#APNSERV=<Value> 

<value>: maximum number of character s is 120 

AT$APNSRV="<value>" 

<value>: maximum number of character s is 20 

AT#APNSERV? AT$APNSRV? 

AT#APNUN=<Value> 

<value>: maximum number of character s is 120 

AT$APNUSR="<value>" 

<value>: maximum number of character s is 20 

AT#APNUN? AT$APNUSR? 

AT#APNPW=<Value> 

<value>: maximum number of character s is 20 

AT$APNPASS=<value> 

<value>: maximum number of character s is 20 

AT#APNPW? AT$APNPASS? 

AT#GPRSCID=<Value> 

<value>: maximum profile is 4 

AT$GPRSCID=<value> 

<value>: maximum profile is 2 

AT#GPRSCID? AT$GPRSCID? 

AT#VGPRS 

#GPRSSCID: <value> 

#APNPW: <value> 

#APNSERV: <value> 

#APNNUN: <value> 

OK 

AT$LSTGPRS 

$APNSRV: <value> 

$APNUSR: <value> 

$APNPASS: <value> 

$GPRSCID: <value> 

 

OK 

AT#DIALN1=<Value> AT$DIALNUM=<value> 

AT#DIALN1? AT$DIALNUM? 

AT#DIALN2=<Value> Not supported 

AT#DIALN2? Not supported 

AT#ISPUN=<Value> AT$ISPUSR=<value> 

AT#ISPUN? AT$ISPUSR? 

AT#ISPPW=<Value> AT$ISPPASS=<value> 

AT#ISPPW? AT$ISPPASS? 
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AT#VPPP 

#ISPUN: <value> 

#ISPPW: <value> 

#PPPMODE: <value> 

#PPPMYIP: <value> 

#PPPPEERIP: <value> 

#PPPSERVUN: <value> 

#PPPSERVPW: <value> 

OK 

AT$LSTPPP 

$DIALNUM: <value> 

$PPPUSR: <value> 

$PPPPASS: <value> 

 

OK 

AT#GPRSMODE=<Value> AT$BEARER=<value> 

AT#GPRSMODE? AT$BEARER? 

AT#CONNECTIONSTART 

213.30.30.30  Dynamic IP address 

was responded 

Ok_Info_GprsActivation Response indicating 

GPRS is established 

AT$CONNSTART 

Ok_Info_GprsActivation Response indicating GPRS is 

established 

OK  

AT#CONNECTIONSTOP 

OK 

AT$CONNSTOP 

Ok_Info_GprsDeactivation Response indicating GPRS 

is disconnected  

OK 

AT#DLEMODE=id AT$DLEMODE? 

AT#DLEMODE=id,<Value> AT$DLEMODE=<value> 

AT#TCPSERV=id 

Multiple Sockets available 

AT$TCPSRV? 

Single Socket only 

AT#TCPSERV=id,<Value> 

Multiple Sockets available 

AT$TCPSRV=<mode>,<value> 

Single Socket only 

AT#TCPPORT=id 

Multiple Sockets available 

AT$TCPPORT? 

Single Socket only 

AT#TCPPORT=id,<Value> 

Multiple Sockets available 

AT$TCPPORT=<value> 

Single Socket only 

AT#VTCP=id 

#UDPSERV: <value> 

#UDPPORT: <value> 

#UDPTXDELAY: <value> 

 

OK 

AT$LSTTCP 

$DLEMODE: 1 

$TCPSRV: “123.145.123.124” 

$TCPPORT: 5013 

 

OK 



iTegno 38XX GPRS Modem 
Porting From iTegno 3000/3045/3232 

• v1.0 
Confidential  

 

 

 

All specifications are correct at the time of release. iWOW Connections owns the proprietary rights to the information contained herein 

this document. It may not be edited, copied or circulated without prior written agreement by iWOW Connections Pte Ltd.  

© 2008 iWOW Connections Pte Ltd 

 

17

AT#OTCP=id 

Ok_Info_WaitingForData 

AT$TCPOPEN=[<timeout>] 

Ok_Info_WaitingForData Response indicating TCP 

socket is established 

 

AT#UDPSERV? AT$UDPSRV? 

AT#UDPSERV=<Value> AT$UDPSRV=<mode>,<value> 

AT#UDPPORT? AT$UDPPORT? 

AT#UDPPORT=<Value> AT$UDPPORT=<value> 

AT#VUDP 

#DLEMODE: <value> 

#TCPSERV: <value> 

#TCPPORT: <value> 

OK 

AT$LSTUDP 

$DLEMODE: <value> 

$UDPSRV: <value> 

$UDPPORT: <value> 

$UDPLPORT: <value> 

 

OK 

AT#OUDP 

Ok_Info_WaitingForData 

AT$UDPOPEN 

Ok_Info_WaitingForData       Response indicating TCP 

socket is established 

AT#LUDPSTOP AT$UDPCLOSE 

 

$APNSRV, $APNUSR,  $APNPASS, $TCPSRV, $TCPPORT, $UDPSRV, $UDPPORT, $UDPLPORT 

can be saved by AT&W. 

 

For more detailed examples, please refer to iTegno 38XX AT Commands Guide. 



iTegno 38XX GPRS Modem 
Porting From iTegno 3000/3045/3232 

• v1.0 
Confidential  

 

 

 

All specifications are correct at the time of release. iWOW Connections owns the proprietary rights to the information contained herein 

this document. It may not be edited, copied or circulated without prior written agreement by iWOW Connections Pte Ltd.  

© 2008 iWOW Connections Pte Ltd 

 

18

5 CONTACT US/ SUPPORT 
 

For online support (FAQs and drivers download), please visit www.iTegno.com. 

 

For technical support, please contact our distributors/resellers or email us at 

developers@iTegno.com.   

 

For general enquiries, please contact us at: 

 
iWOW Connections Pte Ltd 

1 Lorong 2 Toa Payoh, #04-01 

Yellow Pages Building 

Singapore 319637 

Office: (65) 6748 8123 

Fax   : (65) 6748 2668  

Email: developers@iTegno.com 

Website: http://www.itegno.com 

 




